TO: PLANNING COMMISSION

DEVELOPMENT REVIEW COMMITTEE

RE: STAFF SUMMARY REPORT

LARGE-SCALE DEVELOPMENT PLANS — MAGNOLIA FARMS DOG GROOMING

STAFF: ELIZABETH JOHNSON, PLANNER 111
KRISTIFIER PAXTON, DEVELOPMENT COMPLIANCE MANAGER

REQUEST DETAILS

COMMUNITY DEVELOPMENT
PLANNING DIVISION

301 W. CHESTNUT
planning@rogersar.gov
(479) 621-1186

MEETING DATE
OCTOBER 6, 2020

PROJECT NAME:

Magnolia Farms Dog Grooming

ADDRESS/LOCATION:

1301 S. 43" Street

PROPOSED USE:

Animal Grooming

CURRENT ZONING:

R-O (Residential Office), PUD

CGM GROWTH DESIGNATION:

Commerce Corridor

APPLICANT/REPRESENTATIVE:

Crafton Tull — Daniel Ellis

PROJECT OWNER/DEVELOPER:

HCH Consulting

PROPERTY OWNER: | HCH Consulting
NATURE OF REQUEST: | Approval of Large-Scale Development Plans
AUTHORITY: | Chapter 14, Article Ill, Rogers Code of Ordinances

SUMMARY

parking spaces.

This request is to allow the construction of a 8,500-SF building and paved parking lot on 3.1+ acres. The proposed development
plans meet all City requirements (except for requested waivers) and have been forwarded to the Planning Commission for approval
per Sec. 14-230(b). See STAFF REVIEW for additional findings.

Community Development recommends approval of this request subject to the following actions:
1. Consider VARIANCE from Sec. 14-256(14)(b) from the requirement to provide a narrow tree lawn or tree island every 15

THIS REPORT MAY NOT REFLECT ALL INFORMATION, DOCUMENTS, OR OTHER MATERIALS MADE AVAILABLE TO OFFICIALS DURING DISCUSSION AND PUBLIC INPUT.
STAFF RECOMMENDATIONS ARE BASED ON TECHNICAL REVIEW OF CITY CODE AND MATERIALS PROVIDED BY APPLICANT AT TIME OF SUBMITTAL. ALL REQUESTS
SHOULD BE CONSIDERED WITH REGARD TO LAND USE COMPATIBILITY AND THE HEALTH, SAFETY, AND GENERAL WELFARE OF THE PUBLIC.



STAFF REVIEW

ENGINEERING REVIEW

1.

ACCESS MANAGEMENT:

The applicant’s proposal meets access management requirements.

STORMWATER MANAGEMENT:

The porous landscape adjacent to Osage/Turtle Creek meets detention and water quality requirements per the approved
Drainage Report for the Farms Commercial Subdivision on December 17, 2006.

WATER QUALITY:

The porous landscape adjacent to Osage/Turtle Creek meets detention and water quality requirements per the approved
Drainage Report for the Farms Commercial Subdivision on December 17, 2006.

FLOODPLAIN MANAGEMENT:

The property lies in Flood Zone X and Flood Zone AE and is inside the 100-year flood plain as shown on FEMA Flood Insurance
Rate Map 05007C0260K, effective June 5, 2012. The southern area of this lot lies in the floodplain. After construction, a LOMR-F
will be filed on the lot shown in the floodplain.

MASTER STREET PLAN IMPROVEMENTS:

a)
b)

c)

d)

e)

f)

Street Pavement and Condlition:
S 43" St pavement is in good physical condition. The right-of-way is not in substandard conditions.
Connectivity Standards:
Connectivity standards are not applicable on this site.
Streetscape:
i) Right-of-Way:
1) S 43" Street is a 50-ft wide right-of-way Minor Street.
ii) Sidewalks & Sidepaths:
The sidewalk is existing at this location and appears to meet City of Rogers’ standards.
Trails:
No trail is proposed nor required.
Streetlights:
Existing street lights are located on the opposite side of S 43™ Street and not required for this project. Minor streets only
have lighting on one side.
Street Trees:
The proposed project meets street tree requirements.

RECOMMENDATIONS:

a)

Approve
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PLANNING REVIEW

1.

LAND USE:
a) Use Definition:

“Animal Grooming” is defined as “establishments that provide bathing and trimming services for animals on a commercial
basis. Animal Grooming may also include the boarding of domestic animals for no more than forty-eight (48) hours,” (Sec.
14-695(b)(3)(c)).

b) Zoning Compliance:

The proposed project is in compliance with R-O zoning regulations. CUP #20-19 allows the proposed use at this location.
c¢) CGM Compliance:

The proposed project aligns with the purpose, character, and goals of the Commerce Corridor Growth Designation.
DEVELOPMENT STANDARDS:

The proposed development plans conform to all development standards required by Sec. 14-706 and Article Ill with the
exception of any requested waivers and/or variances.

a) Building Disposition:
All setback and height requirements have been met.
b) Building Design:
N/A
c) Parking & Loading:
All vehicle and bicycle parking requirements have been met.
d) Screening & Transitions:
All screening requirements have been met.
e) Landscaping:
The applicant requests a VARIANCE from Sec. 14-256(14)(b) from the requirement to provide a narrow tree lawn or tree
island every 15 parking spaces. All other landscaping requirements have been met.
RECOMMENDATIONS:
a) Approve Large-Scale Development Plans subject to the following actions:

i Consider VARIANCE from Sec. 14-256(14)(b) from the requirement to provide a narrow tree lawn or tree island
every 15 parking spaces. The applicant states that this variance is necessary because the location of a fire hydrant
and crosswalk do not allow for it.

OTHER REVIEWS

The proposed development plans have been reviewed by the City of Rogers Risk Reduction Division and Rogers Water Utilities (see
Tab 2 for RWU conditional approval letter). All projects are made available for review by franchise utilities, Benton County 911
Administration, and other affected agencies per Sec. 14-227.

DIRECTOR’S COMMENTS
Agree with recommendations.

Ny’
JOHN C. McCURDY, Director
Community Development

1.
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SUGGESTED MOTIONS
1. IFAPPROVING:
Move to approve the request as presented.
2. IF APPROVING SUBJECT TO OTHER ACTIONS:
Move to approve the request subject to [conditions, contingencies, waivers/variances].
3. IF DENYING:
Move to deny the request as presented.
4. |FTABLING:
Move to table the request [indefinite or date certain].

TABS

1. Vicinity maps (aerial, zoning, CGM)

2. RWU conditional approval letter

3. Waiver and/or variance request letter

4. Large-Scale Development Plans (cover, site, utility, landscape)
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o 901 N 471th Street, Suite 400
Rogers, AR 72756
%’@ erﬂlon TU " 479.636.4838 (ph)

479.631.6224 (fax)

July 13, 2020

City of Rogers

Department of Community Development
301 W. Chestnut Street

Rogers, AR 72756

Re: Magnolia Dog Grooming Facility
CTA #20101300

Staff,

This project will be a commercial operation to provide additional pet services in the area in
conjunction with the Veterinarian Clinic to the north. Dog Grooming and Bathing will be the focus
with several grooming, bathing and drying stations. The second “out building” will be an accessory
kennel facility to house the animals before and after services have been rendered.

We are requesting a Waiver from the City of Rogers Development Code Sec 14-256(14)(b)
requiring a narrow tree lawn or tree island every 15 spaces. Our design does not provide these
required landscaped islands because the required location of a fire hydrant and a crosswalk from
the trail to the entrance of the building does not allow for it. However, additional street trees have
been added along the back of curb on S. 43rd St. and additional trees have been added along the
perimeter of the parking area. We believe these trees provide the shade intended to be provided
with a narrow tree lawn or tree island.

Please accept our application and waiver request with this submittal, and we look forward to your
review and comments. Should you have any questions, please let us know.

Thank you,

7,

a . Williams, ASLA
Project Manager

www.craftontull.com



ROGERS WATER UTILITIES

July 30, 2020

Mr. Daniel Ellis, PE

Crafton Tull-Civil

901 North 47th Street, Suite 200
Rogers, AR 72756

Re:  Conditional Approval of Civil Plans
Magnolia Farms Dog Grooming

Dear Mr. Ellis:

We have reviewed the plans that were received for the referenced project and are approving them
with the following conditions:

1. There is a street light that is shown less than the required minimum of 5’ horizontal
separation from the proposed water main. Note the 5’ separation on the plans.

2. Show the existing sanitary sewer main crossing on the Water Line 1 profile.

3. The following must be submitted prior to scheduling a pre-construction meeting:

A. The utility contractor must be licensed by the State of Arkansas in the Underground
Piping, Cable, Trenching, Boring Specialty Class or as a Municipal Utility
Contractor. A copy of the contractor’s license must be submitted if the contractor has
not worked recently within the Utility’s service area.

One copy of the revised plans for review.
Written approval from the Arkansas Department of Health.

Fire suppression plans approved by the Utility if applicable.

m O O

Architectural and plumbing plans submitted for commercial customers.

m

A signed copy of the enclosed Special Contract for Facilities Extensions. Please note
and bring to the attention of your client that access fees and impact fees are defined in
the contract and must be delivered to the Utility before water service will be
established.

G. A copy of the executed contract between the developer or general contractor and the
utility contractor.

H. Performance and payment bonds executed by the utility contractor,

Rogers Water Utilities | PO Box 338 | 601 S. 2nd Street | Rogers, Arkansas 72756
Telephone 479-621-1142 | Fax 479-621-1146 | www.RWU.org



I.  Two full-sized copies and two half-sized copies of the approved plans submitted at
the pre-construction meeting.

Approval of this project is void if construction is not started within one year of the date affixed
hereto.

Sincerely,

Stephen T. Ponder, PE

SP:DG

Attachment(s): Special Contract for Facilities Extension

Copy: B. Dobler, B. Sartain, J. Lunsford, T. Kinion, J. Porter, L. Ericson, E. Hunter, Developer (w/ attachments)
P:\Magnolia Farms Dog Grooming\Reviews\Magnolia Dog Grooming Daniel Ellis 073020Letterhead.docx
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@’g COVER SHEET; GENERAL NOTES)

1.

10.

12,
13.

14,

THE DESIGN, INSPECTION, AND CERTIFICATION OF ANY RETAINING WALL SHOWN OR
REFERENCED HEREIN, INCLUDING BUT NOT LIMITED TO, SEGMENTAL RETAINING WALLS, MASS
GRAVITY WALLS, GABION WALLS, ETC., GREATER THAN FORTY-EIGHT INCHES IN HEIGHT, SHALL
BE BY OTHERS. ANY RETAINING WALL DATA SHOWN OR REFERENCED HEREIN SHALL BE ONLY
FOR COORDINATION OF THE WALL LOCATION AND ELEVATIONS.

THE EXISTENCE AND LOCATION OF ANY UNDERGROUND UTILITY PIPES OR STRUCTURES SHOWN
ON THESE DRAWINGS IS BASED ON A SEARCH OF THE AVAILABLE RECORDS. TO THE BEST OF
OUR KNOWLEDGE THERE ARE NO EXISTING UTILITIES EXCEPT AS SHOWN ON THESE DRAWINGS.
CRAFTON TULL ASSUMES NO RESPONSIBILITY REGARDING THE ACCURACY OF THE DEPICTED
LOCATION(S) OF THE UNDERGROUND FACILITIES ON THESE DRAWINGS. CONTRACTOR IS
RESPONSIBLE FOR THE LOCATION AND PROTECTION OF ANY OTHER FACILITIES NOT SHOWN ON
THESE DRAWINGS. CONTRACTOR SHALL VERIFY LOCATION OF ALL FACILITIES BEFORE BEGINNING
WORK.

IN ACCORDANCE WITH GENERALLY ACCEPTED CONSTRUCTION PRACTICES, THE CONTRACTOR WILL
BE SOLELY AND COMPLETELY RESPONSIBLE FOR CONDITIONS OF THE JOB SITE INCLUDING
SAFETY OF ALL PERSONS AND PROPERTY DURING PERFORMANCE OF THE WORK. THIS
REQUIREMENT WILL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS.
THE DUTY OF THE ENGINEER TO CONDUCT CONSTRUCTION REVIEW OF THE CONTRACTOR'S

PERFORMANCE IS NOT INTENDED TO INCLUDE REVIEW OF THE ADEQUACY OF THE CONTRACTOR'S
SAFETY MEASURES IN OR NEAR THE CONSTRUCTION SITE.

THIS DOCUMENT AND THE IDEAS AND DESIGNS INCORPORATED HEREIN, AS AN INSTRUMENT OF
PROFESSIONAL SERVICES, IS THE PROPERTY OF CRAFTON, TULL & ASSOCIATES, INC. AND IS
NOT TO BE USED, IN WHOLE OR PART, FOR ANY OTHER PROJECT WITHOUT THE WRITTEN
AUTHORIZATION OF CRAFTON, TULL & ASSOCIATES, INC.

CONTRACTOR SHALL NOT CAUSE ANY LONG-TERM INCONVENIENCE TO THE PUBLIC, ADJACENT
PROPERTY OWNERS, PEDESTRIANS, ETC. DURING CONSTRUCTION OF THIS PROJECT.
CONTRACTOR SHALL PROVIDE ACCESS TO ALL ADJACENT PROPERTIES AT ALL TIMES DURING
CONSTRUCTION.

CONTRACTOR SHALL CONTACT THE ENGINEER/ARCHITECT FOR CLARIFICATION IF A
DISCREPANCY OR INCONSISTENCY IS IDENTIFIED IN THE PLANS OR SPECIFICATIONS.
CONTRACTOR IS RESPONSIBLE FOR THE DESIGN AND IMPLEMENTATION OF ALL SHEETING,
SHORING, AND SPECIAL EXCAVATION MEASURES REQUIRED ON THE PROJECT WHICH ARE
NECESSARY TO CONFORM TO OSHA, FEDERAL, STATE AND LOCAL REGULATIONS.

ENGINEER OF RECORD SHALL OBSERVE THE INSTALLATION OF THE WATER & SEWER MAINS.
BEYOND THAT SCOPE, CRAFTON TULL & ASSOCIATES, INC. (CTA) HAS NOT BEEN RETAINED BY
THE OWNER FOR CONSTRUCTION ADMINISTRATION OR OBSERVATION SERVICES FOR THE WORK
INDICATED ON THESE DRAWINGS. THEREFORE, CTA HEREBY NOTIFIES ALL PARTIES INVOLVED
THAT CRAFTON, TULL & ASSOCIATES, INC. ASSUMES NO RESPONSIBILITY FOR THE
INTERPRETATION, COORDINATION, OR ADMINISTRATION OF THESE DOCUMENTS AND/OR
DEVIATIONS THEREOF. FURTHERMORE, CRAFTON, TULL & ASSOCIATES, INC. WILL NOT BE
RESPONSIBLE FOR ANY EFFECTS THAT ANY CHANGES TO THESE DOCUMENTS MAY HAVE ON ANY
RELATED TRADES, CONSTRUCTION SEQUENCES, OR OPERATION OF THE COMPLETED PROJECT
EXCEPT AS SPECIFICALLY NOTED IN THE AGREEMENT BETWEEN CRAFTON, TULL & ASSOCIATES
AND THE OWNER.

ENERGIZED ELECTRICAL LINE SAFETY, WARNINGS, AND ADVANCED NOTICES: ALL OWNERS,
GENERAL CONTRACTORS, AND SUBCONTRACTORS ASSOCIATED WITH THIS PROJECT SHALL BE
RESPONSIBLE FOR FAMILIARIZING THEMSELVES WITH, COMPLYING WITH, AND THE ENFORCEMENT
OF ARKANSAS CODES AR ST § 11-5-307 AND § AR ST 11-5-308 AND ANY OTHER CURRENT
STATE CODES PERTAINING TO ADVANCE NOTICE REQUIREMENTS AND FOR SAFETY OF ALL
PERSONNEL, INCLUDING THE GENERAL PUBLIC, PERTAINING TO ANY WORK, MOVEMENT, AND
ACTIVITY IN CLOSE PROXIMITY TO ANY ENERGIZED ELECTRICAL LINE. A CONTRACTOR’S LICENSE
IS REQUIRED FOR PROJECTS EXCEEDING $20,000.

AN EASEMENT PLAT IS REQUIRED BEFORE CERTIFICATE OF OCCUPANCY.

EASEMENT PLAT REQUIRED FOR CERTIFICATE OF OCCUPANCY.

ALL CIVIL PLANS USED ON SITE MUST INCLUDE MOST CURRENT STAMP BY ROGERS PLANNING.
IT IS THE RESPONSIBILITY OF THE ENGINEER OF RECORD TO INCLUDE ALL ITEMS REQUIRED BY
ORDINANCE. IF APPROVED PLANS CONFLICT WITH ORDINANCE REQUIREMENTS, THE ORDINANCE
TAKES PRECEDENT UNLESS A WAIVER OR VARIANCE HAS BEEN GRANTED.

STOCKPILES WITH EXCESS CONSTRUCTION SITE MATERIALS, INCLUDING BUT NOT LIMITED TO
EXCESS TOP SOIL STOCKPILES, MUST BE REMOVED FROM SITE PRIOR TO PROJECT COMPLETION.
GRADING BEYOND APPROVED LIMITS IS PROHIBITED.

N

@‘3@ UTILITY CONTACTS )

WATER & SANITARY SEWER
ROGERS WATER UTILITIES
601 S. 2ND ST.

ROGERS, AR 72756
PHONE: (479)621-1142

Arkansas One Call

Know what's below.
Call before you dig.
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C-507
SD-1
WD-1
WD-2
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LI-501
PH-001

@‘g PROJECT INFORMATION)

ZONING:
BUILDING SETBACK:
ZONING R-0

BUILDING USAGE:
FINISHED FLOOR ELEV.:
NEW BUILDING (BLDG 1)
NEW BUILDING (BLDG 2)
BUILDING HEIGHTS:
NEW BUILDING (BLDG 1)
NEW BUILDING (BLDG 2)

BUILDING SIZE:
NEW BUILDING (BLDG 2)
NEW BUILDING (BLDG 1)

NEW TOTAL

BUILDING TYPE:
NEW BUILDING (BLDG 1)
NEW BUILDING (BLDG 2)

OVERALL SITE AREA:

SITE AREA:
IMPERVIOUS AREA:

GREENSPACE PERCENTAGE:

BUILDING COVERAGE:
REQUIRED
PROVIDED

OPEN SPACE:
REQUIRED
PROVIDED

SITE OWNER/DEVELOPER:

SITE ENGINEER:

ARCHITECT:

R-0, PUD

FRONT 50°
SIDE (INTERIOR) 10’
SIDE EXTERIOR 25°
REAR 25'

ANIMAL BOARDING AND GROOMING

1240.00
1240.00

7,099.60 SQ FT
1,399.65 SQ FT

8500 SQ FT

V-B
V-B

3.1+ ACRES (135,036 SQ FT)

1.84%+ ACRES (80,150 SQ FT)

0.73+ ACRES (31,799 SQ FT) (39.67%)
76.45%

50% MAXIMUM OF SITE = 40,075 SQ FT
8,500 TOTAL SQ FT/80,150 = 10.6%

30% MINIMUM OF SITE = 24,045 SQ FT
31,799 SQ FT1/80,150 = 39.7%

HCH CONSULTING

4300 WEST OAK STREET
ROGERS, AR 72758
479-640-6392
HUNTER@HCHCONSULTING.US

CRAFTON TULL

DANIEL ELLIS P.E.

901 N. 47TH ST., SUITE 400
ROGERS, AR 72756
479-636—-4838
DANIEL.ELLIS@CRAFTONTULL.COM

SEGER ARCHITECTURE

MAGNOLIA FARMS DOG GROOMING

1301 S.43RD ST
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@Q@ PROPERTY DESCRIPTION)

SURVEY DESCRIPTION:

LOT 10A-1
PART OF LOT 10A OF SURVEY PLAT L201934983

COMMENCING AT THE SOUTHEAST CORNER OF LOT 10A OF SURVEY PLAT L201934983;
THENCE NORTH 23°46°50” WEST A DISTANCE OF 197.16 FEET TO THE PQINT OF
BEGINNING; THENCE SOUTH 63°35'52” WEST A DISTANCE OF 248.15 FEET; THENCE
ALONG A CURVE TO THE LEFT (C1) A DISTANCE OF 30.13 FEET, SAID CURVE HAVING
A RADIUS OF 250.00 FEET AND A LONG CHORD OF NORTH 23°11°33" WEST A
DISTANCE OF 30.11 FEET; THENCE NORTH 26°38'41” EAST A DISTANCE OF 170.66
FEET, THENCE ALONG A CURVE TO THE RIGHT (C2) A DISTANCE OF 178.39 FEET,
SAID CURVE HAVING A RADIUS OF 500.00 FEET AND A LONG CHORD OF NORTH
16°25'26” WEST A DISTANCE OF 177.45 FEET; THENCE SOUTH 86°46'30" EAST A
DISTANCE OF 261.95 FEET; THENCE SOUTH 23°46°50” WEST A DISTANCE OF 246.25
FEET TO THE POINT OF BEGINNING. CONTAINING 1.82 ACRES MORE OR LESS.
SUBJECT TO ANY EASEMENTS OF RECORD OR FACT.

LOT 10A-2
PART OF LOT 10A OF SURVEY PLAT L201934983

BEGINNING AT THE SOUTHEAST CORNER OF LOT 10A OF SURVEY PLAT L201934983;
THENCE SOUTH 64°12'28” WEST A DISTANCE OF 372.50 FEET; THENCE ALONG A
CURVE TO THE LEFT (C3) A DISTANCE OF 244.17 FEET, SAID CURVE HAVING A
RADIUS OF 250.00 FEET AND A LONG CHORD OF NORTH 08°14'21” EAST A DISTANCE
OF 234.58 FEET; THENCE NORTH 63°35'52"” EAST A DISTANCE OF 248.15 FEET;
THENCE SOUTH 23°46'50” EAST A DISTANCE OF 197.16 FEET TO THE PQINT OF
BEGINNING, CONTAINING 1.29 ACRES MORE OR LESS. SUBJECT TO ANY EASEMENTS
OF RECORD OR FACT

(é}g FLOOD NOTE: )

A PORTION OF THIS PROPERTY IS IN FLOOD ZONE "AE”, AND IS INSIDE THE
100—-YEAR FLOOD PLAIN AND A PORTION OF THIS SITE IS IN THE REGULATORY
FLOODWAY AS SHOWN ON THE NATIONAL FLOOD INSURANCE PROGRAM’S FIRM PANEL
NUMBER 05007C0260K, EFFECTIVE DATE JUNE 05, 2012.

THE ABOVE STATEMENT IS FOR INFORMATION ONLY AND THIS SURVEYOR ASSUMES NO
LIABILITY FOR THE CORRECTNESS OF THE CITED MAP(S). IN ADDITION, NO INDEPENDENT
STUDY OF THE LIKELIHOOD OF FLOODING OF THE SURVEYED PROPERTY HAS BEEN DONE
BY THE SURVEYOR AND NO OPINION OF FLOOD HAZARDS IS INCLUDED IN THIS SURVEY.
THE FLOOD HAZARD ZONE BOUNDARIES SHOWN HEREON WERE SCALED FROM THE MAPS
CITED AND ARE NOT THE RESULT OF INDEPENDENT COMPUTATION OR ANALYSIS.

4300 W OAKS ST
ROGERS AR 72738
SILAS@SEGERARCH.COM

@Sﬁ@ SITE STABILIZATION AND CERTIFICATION )

CRAFTON TULL CANNOT CERTIFY THE SITE AS COMPLETE IN ORDER
TO OBTAIN THE CERTIFICATE OF OCCUPANCY UNTIL ALL
DISTURBED AREAS RELATED TO THE CONSTRUCTION OF THE
PROJECT, BOTH ONSITE AND OFFSITE, HAVE BEEN STABILIZED PER
THE PLANS AND SPECIFICATIONS AND ALL REQUIREMENTS SPELLED
OUT IN PERMITS ISSUED BY THE STATE AND LOCAL AUTHORITIES
HAVE BEEN MET.

901 N. 47th St., Suite 200
Rogers, Arkansas 72756

Crafton Tull

architecture | engineering | surveying

&

CERTIFICATE OF AUTHORIZATION:

479.636.4838t 479.631.6224 f
www.craftontull.com

CRAFTON, TULL &

ASSOCIATES, INC.

MAGNOLIA DOG
GROOMING

ROGERS, ARKANSAS

JjﬁEFP\

No. Description Date

This document, and the ideas and designs incorporated
herein, as an instrument of professional service, is the
property of Crafton, Tull & Associates, Inc., and is not to be
used, in whole or in part, for any other project, without the
written authorization of Crafton, Tull & Associates, Inc.

STA@F_‘
120101300
IF;':(UDEJTD(;TT::O 07/27/20 Fa ARKWAS
CONTACT:  B. WILLIAMS * K Kk
CHECKED BY. — REGISTERED
SS

REVIEW * % % “
©2020 Crafton, Tull & Associates, | 04,1/N0'11825 N

rarron, u ssociares, Inc. —/EL P . E\f\/

Septembper 2, 2020

COVER SHEET

C-001
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ZONING: R-0
BUILDING SETBACK: GRAPHIC SCALE IN FEET

ZONING R-0 FRONT 50° m
SIDE (INTERIOR) 10’

SIDE EXTERIOR 25’ 60’ 0 60
REAR 25’

BUILDING USAGE: ANIMAL GROOMING
FINISHED FLOOR ELEV.:

NEW BUILDING (BLDG 1) 1240.00

NEW BUILDING (BLDG 2) 1240.00

BUILDING HEIGHTS:
NEW BUILDING (BLDG 1)
NEW BUILDING (BLDG 2)

BUILDING SIZE:

NEW BUILDING (BLDG 2) 7,099.60 SQ FT MAGNOLIA DOG

NEW BUILDING (BLDG 1) 1,399.65 SQ FT

NEW TOTAL 8500 SQ FT GROOMING

OVERALL SITE AREA: 3.1+ ACRES (135,036 SQ FT) ROGERS, ARKANSAS
SITE AREA: 1.84+ ACRES (80,150 SQ FT)

IMPERVIOUS AREA: 0.73+ ACRES (31,799 SQ FT) (39.67%)

GREENSPACE PERCENTAGE: 76.45%

BUILDING COVERAGE:
REQUIRED 507% MAXIMUM OF SITE = 40,075 SQ FT
PROVIDED 8,500 TOTAL SQ FT/80,150 = 10.6%
OPEN SPACE:
REQUIRED 307% MINIMUM OF SITE = 24,045 SQ FT
PROVIDED 31,799 SQ FT1/80,150 = 39.7%

REQUIRED PARKING: 1 SPACES PER EACH EMPLOYEE PLUS 1 SPACE PER EACH STATION
10 EMPLOYEES + 7 STATTIONS = 17 STALLS
1 TO 25 STALLS REQUIRES 1 ADA STALL
BIKE RACKS REQUIRED: ONE (1) BICYCLE PARKING RACK
PER TWENTY (20) AUTOMOBILE PARKING STALLS
17 PARKING STALLS/20 = 1 BIKE RACK

PROVIDED PARKING: 14 STANDARD STALLS
17 ALTERNATIVE STALLS

2 ADA STALLS
33 TOTAL PARKING STALLS

BIKE RACKS PROVIDED: 4 BIKE RACK (HOLDS 8 BIKES TOTAL)
LOADING SPACE REQUIRED: 5,000 - 25,000 SQ FT = 1 LOADING SPACE
LOADING SPACE PROVIDED: 1

A EEte ‘.-.
& SITENOTES e o

THE DESIGN, INSPECTION, AND CERTIFICATION OF ANY RETAINING WALL SHOWN OR REFERENCED HEREIN,
INCLUDING BUT NOT LIMITED TO, SEGMENTAL RETAINING WALLS, MASS GRAVITY WALLS, GABION WALLS, ETC.,
GREATER THAN FORTY—EIGHT INCHES IN HEIGHT, SHALL BE BY OTHERS. ANY RETAINING WALL DATA SHOWN OR
REFERENCED HEREIN SHALL BE FOR COORDINATION OF THE WALL LOCATION AND ELEVATIONS ONLY.

. ALL WORK AND MATERIALS SHALL COMPLY WITH ALL CITY/COUNTY/STATE /FEDERAL REGULATIONS AND CODES
AND OSHA STANDARDS.

. CONTRACTOR SHALL REFER TO ARCHITECTURAL PLANS FOR EXACT LOCATIONS AND DIMENSIONS OF VESTIBULES,
SLOPE PAVING, SIDEWALKS, EXIT PORCHES, TRUCK DOCKS, PRECISE BUILDING DIMENSIONS AND EXACT UTILITY
ENTRANCE LOCATIONS.

. ALL CURB DIMENSIONS AND RADII ARE TO BACK OF CURB UNLESS OTHERWISE NOTED.

. ALL PAVEMENT MARKINGS DIMENSIONS FACE OF CURB UNLESS OTHERWISE NOTED.

. ALL WORK SHALL BE DONE IN STRICT ACCORDANCE WITH THE PROJECT SPECIFICATIONS.

. ALL CURB,/SIDEWALK/HANDICAP RAMP DESIGNS SHALL CONFORM TO ADA STANDARDS OR LOCAL RESTRICTIVE
CODES, WHICHEVER IS MORE RESTRICTIVE.

. CONTRACTOR SHALL ENSURE ALL NECESSARY PERMITS ARE OBTAINED PRIOR TO CONSTRUCTION START. . . .

] gtL)INGmé:J?R SHALL MATCH NEW CURB AND GUTTER, CONCRETE, AND PAVEMENT TO EXISTING IN GRADE AND et of mrotordioal o Eated

. property of Crafton, Tull & Associates, Inc., and is not to be
. CONTRACTOR SHALL MAINTAIN ALL EXISTING PARKING, SIDEWALKS, DRIVES, ETC. CLEAR AND FREE FROM ANY used. in whole orin part for any ofher project, without the
CONSTRUCTION ACTIVITY AND/OR MATERIAL TO ENSURE EASY AND SAFE PEDESTRIAN AND VEHICULAR TRAFFIC written authorization of Craffon. Tull & Zesegigies, Inc-
TO AND FROM THE SITE. pr” STALE OF ™
. 5
. PROPERTY LINE ADJUSTMENT/TRACT COMBINATION REQUIRED BEFORE ISSUANCE OF CERTIFICATE OF OCCUPANCY. RO H0 20101500 3 ARKANSAS
CoNACT B WILIANS * X % \
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LOT 10A-1

\ ——— 25 BULLDING SETBACK
PNC SETBACK

2
\ 2
=)
Z
\ Z
!
\ 2 RETAINING WALL DESIGNED
\ \/ ~ MONUMENT SIGN BY OTHERS
‘DESIGN)ED BY CONSTRUCT DUMPSTER WITH
\ OTHERS MATERIALS SIMILAR TO

ARCHITECTURE OF BUILDING.
(PROVIDED BY ARCHITECT)

10'X35’ LOADING/
UNLOADING AREA

LIGHT POLE
(TYP.)

CONSTRUCT DRIVEWAY APRON
PER CITY OF ROGERS
DRIVEWAY DETAIL

STOP SIGN
AND STOP BAR

EXISTING € OF

OLIVER DRIVE \
\ SIDEWALK FLUSH
/\;1 \ WITH PAVEMENT
EXISTING STREET
LIGHT N
oY \
W
BRGNS CONSTRUCT \ ADA
SEARNYs COMPLIANT RAMP
ey WITH TRUNCATED
ety DOMES
oS
4 BIKE RACKS
(HOLDS 2 BIKES
EACH)
e
7

NEW BUILDING 1
7,100 SQ FT.
1301 S 43RD STREET

FF 1240.00
WHEEL STOP

_

CONTRACTOR TO
COORDINATE WITH ARCH

'5%2“; +

TRANSFORMER PAD

LOCATION

ADA PARKING
SIGN (TYP.)

ADA COMPLIANT
RAMP WITH
TRUNCATED DOMES

SIDEWALK FLUSH
WITH PAVEMENT

ADA COMPLIANT

RAMP

T\
\

N

5'X5" CONCRETE
PAD

2o =2

CONCRETE PAD

LIGHT POLE (TYP.)

rfo K
i END CURB
HERE
END CURB
_ HERE 25 ACESS
7 | =0
27 ASPRALT
\ \ DRIVE
- \ |
, 5
R2885 || _ Reios
NEW EDGE OF LOT 10A-2
| f L ASPHALT
NEW EDGE OF
,’ aspriar N -~
|

CONSTRUCT DRIVEWAY APRON I
i PER CITY OF ROGERS I
\ DRIVEWAY DETAIL

END CURB
HERE

~

STOP SIGN
AND STOP BAR

(B2 LEGEND (EXISTING SYMBOLS) )

SYMBOLS

FOUND IRON PIN
LIGHT POLE

LINEWORK

CURB

RIGHT OF WAY

ROAD CENTERLINE

/ /A / /A
4 &4 &4

WOOD FENCE

«
<

WROUGHT IRONVFENCE

CHAIN LINK FENCE

@g LEGEND (CONSTRUCT)

SYMBOLS

SET IRON PIN
3 LIGHT POLE

LINEWORK

CURB & GUTTER

BUILDING SET BACK

RIGHT OF WAY

PROPERTY LINE

ROAD CENTERLINE

FIRE LANE STRIPING

(Grsire NoTES )

1.

10.

1.

THE DESIGN, INSPECTION, AND CERTIFICATION OF ANY RETAINING WALL
SHOWN OR REFERENCED HEREIN, INCLUDING BUT NOT LIMITED TO,
SEGMENTAL RETAINING WALLS, MASS GRAVITY WALLS, GABION WALLS,
ETC., GREATER THAN FORTY—EIGHT INCHES IN HEIGHT, SHALL BE BY
OTHERS. ANY RETAINING WALL DATA SHOWN OR REFERENCED HEREIN
SHALL BE FOR COORDINATION OF THE WALL LOCATION AND ELEVATIONS
ONLY.

ALL WORK AND MATERIALS SHALL COMPLY WITH ALL
CITY/COUNTY /STATE /FEDERAL REGULATIONS AND CODES AND OSHA
STANDARDS.

CONTRACTOR SHALL REFER TO ARCHITECTURAL PLANS FOR EXACT
LOCATIONS AND DIMENSIONS OF VESTIBULES, SLOPE PAVING,
SIDEWALKS, EXIT PORCHES, TRUCK DOCKS, PRECISE BUILDING
DIMENSIONS AND EXACT UTILITY ENTRANCE LOCATIONS.

ALL CURB DIMENSIONS AND RADII ARE TO BACK OF CURB UNLESS
OTHERWISE NOTED.

ALL PAVEMENT MARKINGS DIMENSIONS FACE OF CURB UNLESS
OTHERWISE NOTED.

ALL WORK SHALL BE DONE IN STRICT ACCORDANCE WITH THE PROJECT
SPECIFICATIONS.

ALL CURB/SIDEWALK/HANDICAP RAMP DESIGNS SHALL CONFORM TO
ADA STANDARDS OR LOCAL RESTRICTIVE CODES, WHICHEVER IS MORE
RESTRICTIVE.

CONTRACTOR SHALL ENSURE ALL NECESSARY PERMITS ARE OBTAINED
PRIOR TO CONSTRUCTION START.

CONTRACTOR SHALL MATCH NEW CURB AND GUTTER, CONCRETE, AND
PAVEMENT TO EXISTING IN GRADE AND ALIGNMENT.

CONTRACTOR SHALL MAINTAIN ALL EXISTING PARKING, SIDEWALKS,
DRIVES, ETC. CLEAR AND FREE FROM ANY CONSTRUCTION ACTIVITY
AND/OR MATERIAL TO ENSURE EASY AND SAFE PEDESTRIAN AND
VEHICULAR TRAFFIC TO AND FROM THE SITE.

ALL HVAC AND OTHER MECHANICAL EQUIPMENT MUST BE SCREENED
FROM PUBLIC VIEW.

901 N. 47th St., Suite 200
Rogers, Arkansas 72756

é:g Crafton Tull

architecture | engineering | surveying

479.636.4838t 479.631.6224 f
www.craftontull.com

CERTIFICATE OF AUTHORIZATION:

CRAFTON, TULL &
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This document, and the ideas and designs incorporated
herein, as an instrument of professional service, is the
property of Crafton, Tull & Associates, Inc., and is not to be
used, in whole or in part, for any other project, without the
written authorization of Crafton, Tull & Associates, Inc.
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I O EXISTING INLET
TOP RIM = 1252.35
E = 1246.16 (18" RCP N) \

b = 1245.05 (36" RCP W/S)

EXISTING INLET )\/

TOP RIM = 1252.31

£ = 1245.72 (30" RCP N) \ \
b = 124572 (36" RCP F)
O; INSTALL 3—4" CONDUITS \
WITH ROPE RATED AT \
\ 1800LBS ("-§" FOR UGE
\ %éSEINMG ,M HQ% 79 2-4" CONDUIT WITH PULL \ \
e STRINGS FOR UGT
[ = 1235.31 (8 PVC N) \ \
\ £ = 123524 (8" PVC S) r1—4” CONDUIT WITH PULL STRINGS
o, FOR TV SERVICE PROVIDER
=

USE LONG SWEEPING
ELBOWS (TYP)

1+1" IRRIGATION METER
WITH RPZ IN HOTBOX

1.5" WATER SERVICE METER
1-8" GATE VALVE

1-8"X6" REDUCER R
1—FIRE-HYDRANT ASSEMBLY

NEW BUILDING 2
1301 S 43RD
STREET

EXISTING 8"
WATERLINE

NEW BUILDING 1
1301 S 43RD STREET

8" WATERLINE 1

57 LF 16" STEEL CASING
FOR JACK AND BORE

\ ~ 6" PVC SDR-26, SANITARY

SEWER SERVICE "LINE: WITH
2—-WAY CLEAN-OUTS TO: GRADE
(REFER TO MECH'PLANS)

1-8"X8” TAPPING SLEEVE
1-8" GATE VALVE

EXISTING INLET
TOP RIM = 1240.82

INSTALL RPZA BACKFLOW \
PREVENTER \

L = 1233.52 (36" RCP N/S) FOR DOMESTIC WATER SERVICE.
£ = 123555 (247 RCP W) REFER TO MECH PLANS FOR TYPE \
\ WATER SERVICE AND LOCATION (TYP.) \

EXISTING INLET

TOP RIM = 1240.80
b = 123572 (24" RCP F)

\
EXISTING MH
TOP RIM = 1239.75

k= 122829 (8" PVC N/S) \
k= 1228.29 (6" PVC STUB OUT W)
E = 1228.45 (NEW 6" PVC SDR-26 E)

EXISTING 8" SANITARY
SEWER LINE

- EXISTING INLET
- TOP RIM = 123476 O
P e ~ F = 1228.05 (36" RCP N) =

-~ e E = 1228.05 (3'X5' RCB) \ \ \
\ L | \ EXISTING FIRE HYDRANT 3041
\ o]

STATIC PRESSURE = 111 PSI
RESIDUAL PRESSURE = 105 PSI
FLOW RATE = 1,670 GPM

EXISTING INLET"
TOP RIM = 1233.21

b = 1229.36 (18" RCP E)
/

EXISTING INLET
\ TOP RIM = 1233.23

t = 1227.77 (3'X5' RCB)
\ B = 1228.60 (18” RCP W)

/

/
/

EXISTING MH
TOP RIM = 1234.59

~F = 122510 (8" PVC N/SW)

IVI\DWGA\UTILITY PLAN DWG
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(<2 LEGEND (EXISTING SYMBOLS) )

SYMBOLS LINEWORK
o FOUND IRON PIN EASEMENT
o LIGHT POLE
S POWER POLE CURB
TELEPHONE PEDESTAL SANITARY SEWER LINE
N TV PEDESTAL s o
X ELECTRICAL JUNCTION BOX
W
© MANHOLE WATER LINE (SPECIFY SIZE & TYPE)
° SANITARY SEWER CLEANOUT ot
A GAS METER UNDERGROUND TELEPHONE
<] GAS VALVE UGE I
C--------7 STORM SEWER PIPE UNDERGROUND ELECTRIC W
OHE
¢ DOWN GUY OVERHEAD ELECTRIC
P WATER VALVE ety
& FIRE HYDRANT ASSEMBLY UNDERGROUND TELEVISION
& FIRE DEPARTMENT CONNECTION OHTY
o WATER METER OVERHEAD TELEVISION
ELECTRIC PEDESTAL FIBER OPTIC
GRATED INLET RIGHT OF WAY
DROP INLET
@g LEGEND (CONSTRUCTD
SYMBOLS LINEWORK
LIGHT POLE -
POWER POLE EASEMENT
TELEPHONE PEDESTAL CURB
TV PEDESTAL
MANHOLE SANITARY SEWER LINE
SANITARY SEWER CLEANOUT
CAS METER GAS LINE
W
GAS VALVE VATER LINE

1 STORM SEWER PIPE

X=X STRUCTURE NUMBER

WATER VALVE

i

FIRE HYDRANT ASSEMBLY

UNDERGROUND TELEPHONE

UNDERGROUND ELECTRIC

OVERHEAD ELECTRIC

FIBER OPTIC

FDC FIRE DEPARTMENT CONNECTION
® WATER METER

[ BACK FLOW PREVENTER

A REDUCER

RECTANGULAR DROP INLET,

UNDERGROUND TELEVISION

GRATED INLET OR JUNCTION

BOX (SPECIFY ON PLAN

SHEET)

)
Z]

@g UTILITY NOTES)

SHEET)

10.

n.

THE LOCATION AND/OR ELEVATION OF EXISTING UTILITIES AS SHOWN
ON THESE PLANS IS BASED ON RECORDS OF THE VARIOUS UTILITY
COMPANIES AND, WHERE POSSIBLE, MEASUREMENTS TAKEN IN THE
FIELD. THE INFORMATION IS NOT TO BE RELIED UPON AS BEING
EXACT OR COMPLETE. THE CONTRACTOR MUST CONTACT THE
APPROPRIATE UTILITY COMPANIES AT LEAST 72 HOURS BEFORE ANY
EXCAVATION TO REQUEST EXACT FIELD LOCATION OF EXISTING
UTILITIES WITHIN THE WORK ZONE.

CONTRACTOR SHALL NOTIFY THE UTILITY AUTHORITIES' INSPECTORS 72
HOURS BEFORE CONNECTING TO ANY EXISTING FACILITIES.
CONTRACTOR SHALL COORDINATE AND SCHEDULE TIE-INS/CONNECTIONS
WITH ALL UTILITY COMPANIES.

ALL UNDERGROUND LINES SHALL BE INSTALLED, INSPECTED, AND
APPROVED PRIOR TO BACKFILLING.

ALL NECESSARY INSPECTIONS AND/OR CERTIFICATIONS REQUIRED BY
CODES AND/OR UTILITY COMPANIES SHALL BE PERFORMED PRIOR TO
ANNOUNCED BUILDING POSSESSION AND THE FINAL CONNECTION OF
SERVICE.

GENERAL CONTRACTOR IS TO COORDINATE WITH APPROPRIATE UTILITY
COMPANIES PRIOR TO CONSTRUCTION, ADJUSTMENT, OR RELOCATION OF
EXISTING UTILITIES.

THRUST BLOCKING SHALL BE PROVIDED AT ALL BENDS, TEES, AND FIRE
HYDRANTS.

DIMENSIONS SHOWN ARE TO CENTERLINE OF PIPE OR FITTING.
MINIMUM HORIZONTAL SEPARATION BETWEEN WATERLINES AND
SANITARY/STORM SEWERS SHALL BE AT LEAST TEN FEET. WHERE
WATERLINES CROSS SANITARY SEWERS THE WATERLINE SHALL BE
PLACED ABOVE THE SEWER WITH A MINIMUM VERTICAL SEPARATION,
OUTSIDE-TO-OUTSIDE, OF 18"/24". IF IT IS NOT POSSIBLE TO
CONFORM TO THESE DIMENSIONS OR DEFINED PLACEMENT, THE
WATERLINE SHALL BE ENCASED IN WATERTIGHT PIPE WITH SEALED
WATERTIGHT ENDS EXTENDING AT LEAST TEN FEET EITHER SIDE OF THE
CROSSING.

THE CONTRACTOR SHALL INCLUDE IN THE BID PRICE ALL MATERIAL AND
LABOR ASSOCIATED WITH THE TESTING OF THE WATER AND SEWER
LINES REQUIRED BY THE LOCAL AND/OR STATE AGENCIES.

TOPS OF EXISTING MANHOLES SHALL BE RAISED AS NECESSARY TO BE
FLUSH WITH FINISHED PAVEMENT ELEVATIONS, AND MANHOLES IN
UNPAVED AREAS TO BE 1" ABOVE FINISHED GROUND ELEVATIONS WITH
WATER TIGHT LIDS.

ALL TRENCHING, PIPE LAYING, AND BACKFILLING SHALL BE IN
ACCORDANCE WITH FEDERAL REGULATIONS.

CIRCULAR DROP INLET,
GRATED INLET OR JUNCTION _—
BOX (SPECIFY ON PLAN

12.
13.

14.

15.

16.

17.

18.

19.

20.

21.

OVERHEAD TELEVISION

RIGHT OF WAY

PROPERTY LINE

REFER TO BUILDING PLANS FOR SITE LIGHTING AND ELECTRICAL PLAN.
ALL MATERIALS, CONSTRUCTION, AND INSPECTION FOR WATER AND
SANITARY SEWER LINES SHALL BE PER THE SPECIFICATIONS OF THE
APPROPRIATE AGENCY.

THE CONTRACTOR SHALL COORDINATE WITH THE FIRE DEPARTMENT AND
THE WATER COMPANY TO PLAN THE IMPROVEMENTS TO THE WATER
MAINS AND TO ENSURE ADEQUATE FIRE PROTECTION IS CONSTANTLY
AVAILABLE TO THE SITE THROUGHOUT THE PROJECT. CONTRACTOR WILL
BE RESPONSIBLE FOR ARRANGING ANY REQUIRED WATER MAIN
SHUT-OFFS WITH THE WATER COMPANY DURING CONSTRUCTION. ALL
COSTS ASSOCIATED WITH WATERMAIN SHUT-OFFS WILL BE THE
RESPONSIBILITY OF THE CONTRACTOR; NO ADDITIONAL COMPENSATION
WILL BE PROVIDED.

DAMAGE TO ALL EXISTING FACILITIES DESIGNATED TO REMAIN WILL BE
REPLACED AT CONTRACTOR'S EXPENSE.

CONTRACTOR SHALL REFER TO ARCHITECTURAL PLANS FOR EXACT
LOCATIONS AND DIMENSIONS OF VESTIBULES, SLOPE PAVING,
SIDEWALKS, EXIT PORCHES, TRUCK DOCKS, PRECISE BUILDING
DIMENSIONS, AND EXACT UTILITY ENTRANCE LOCATIONS.

GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR ALL TAP AND TIE
ON FEES REQUIRED AS WELL AS COSTS OF UNDERGROUND SERVICE
CONNECTIONS TO THE BUILDING.

GENERAL CONTRACTOR SHALL PROVIDE ALL CONDUITS AS SHOWN ON
THE PLANS, VERIFY LOCATION OF UTILITY TIE-INS, AND PROVIDE
NYLON PULL CORDS INSIDE THE CONDUIT.

THE CONTRACTOR SHALL INCLUDE IN BID PRICE THE DAILY RECORD
KEEPING OF THE RECORD CONDITION OF ALL OF THE UNDERGROUND
UTILITIES, CONSTRUCTION STAKE-OUT, PREPARATION OF THE
NECESSARY/REQUIRED WATER AND SEWER RECORD DRAWINGS TO BE
SUBMITTED, AND ALL OTHER INFORMATION REQUIRED FOR OBTAINING
PERMITS AND RELEASE OF BONDS.

ENERGIZED ELECTRICAL LINE SAFETY, WARNINGS, AND ADVANCED
NOTICES: ALL OWNERS, GENERAL CONTRACTORS, AND SUBCONTRACTORS
ASSOCIATED WITH THIS PROJECT SHALL BE RESPONSIBLE FOR
FAMILIARIZING THEMSELVES WITH, COMPLYING WITH, AND THE
ENFORCEMENT OF ARKANSAS CODES AR ST § 11-5-307 AND § AR ST
11-5-308 AND ANY OTHER CURRENT STATE CODES PERTAINING TO
ADVANCE NOTICE REQUIREMENTS AND FOR SAFETY OF ALL PERSONNEL,
INCLUDING THE GENERAL PUBLIC, PERTAINING TO ANY WORK,
MOVEMENT, AND ACTIVITY IN CLOSE PROXIMITY TO ANY ENERGIZED
ELECTRICAL LINE.

ALL WATER AND SEWER PUBLIC IMPROVEMENTS TO BE INSTALLED PER
RWU SPECIFICATIONS DATED AUGUST 15, 2017.
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@‘g PLANTING REQUIREMENT9
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CERTIFICATE OF AUTHORIZATION:

TREES REQUIRED:

STREET TREES REQUIRED
MITIGATION TREES REQUIRED

13 S/ CRAFTON, TULL &
5 ASSOCIATES, INC.

NTT TR l - 80,150 SQ. FT. / 1000 = 85 PLANTS REQUIRED
85 X 25% = 21 TREES REQUIRED
85 X 75% = 64 5 GALLON SHRUBS REQUIRED

TREES PROVIDED:

@ LANDSCAPE NOTES) DECIDUOUS TREES =18
ORNAMENTAL DEC. TREES = 7
EVERGREEN TREES = 4
1. CONTRACTOR SHALL CONFIRM THE LOCATION OF ALL UTILITIES PRIOR TO STARTING
ANY WORK. THE CONTRACTOR IS RESPONSIBLE FOR CONTACTING THE ONE—CALL EXISTING TREE TOTAL SITE TREES PROVIDED = 29
SYSTEM. ALL UTILITY LOCATIONS SHOWN ON THIS PLAN ARE APPROXIMATE AND ARE TO REMAIN
BASED ON SURVEY INFORMATION, SITE DEVELOPMENT PLANS, UTILITY RECORDS, ETC. (TYP.) TOTAL STREET TREES PROVIDED= 13

2. ALL PLANT MATERIAL SHALL BE NURSERY GROWN. THE SIZE AND GRADING SHALL
MEET OR EXCEED THE LATEST EDITION OF AMERICAN STANDARDS FOR NURSERY STOCK
PUBLISHED BY THE AMERICAN NURSERY AND LANDSCAPE ASSOCIATION.

3. ALL ENTRANCE/EXIT PLANTINGS SHALL BE INSTALLED AND MAINTAINED TO PROVIDE
CLEAR SIGHT DISTANCE FROM THE STREETS AND THE ENTRANCE/EXIT LOCATIONS.

TOTAL MITIGATION TREES PROVIDED = 5

SHRUBS PROVIDED:

4. CONTRACTOR IS RESPONSIBLE FOR MAINTAINING REQUIRED SHRUBS AND TREES PER 5 GALLON SIZE = 87
CITY LANDSCAPE ORDINANCE OR UNTIL PROJECT IS TURNED OVER AND ACCEPTED BY m
OWNER, GREENSPACE

5. NO CHANGES TO THE PLANT SCHEDULE ARE ALLOWED WITHOUT APPROVAL OF THE
OWNER, LANDSCAPE ARCHITECT AND CITY. SUBSTITUTED PLANTS SHALL MEET THE OVERALL SITE AREA: 3.1+ ACRES (135,036 SQ FT)
SAME CRITERIA REGARDING TYPE, SIZE AND FUNCTION AS THOSE PLANTS SHOWN ON SITE AREA: 1.84+ ACRES (80,150 SQ FT) CRAPHIC SCALE IN FEET
THE PLAN. IMPERVIOUS AREA: 0.73t ACRES (31,799 SQ FT)

6. ALL LAWN AREAS ARE TO RECEIVE 4" OF TOPSOIL TO FINAL GRADE. ALL SHRUB GREENSPACE 76.45% e gy —

AREAS SHALL RECEIVE 6" OF TOPSOIL, AND THE SOIL SHALL BE AMENDED TO 20° 0 20°

ENHANCE FAVORABLE GROWING CONDITIONS. ALL EXISTING SOD/WEEDS SHALL BE
REMOVED FROM PLANTING BED AREAS. ALL SHRUB BEDS SHALL BE EXCAVATED, TILLED,
AND AMENDED TO A DEPTH OF AT LEAST 12”.

7. ALL PLANT BEDS SHALL BE TREATED WITH A WEED BARRIER AND A MINIMUM OF 3"
DOUBLE GROUND SHREDDED HARDWOOD MULCH. TREES NOT LOCATED IN PLANT BEDS
SHALL RECEIVE A MULCH SAUCER PER DETAIL.

8. ALL TREES AND SHRUBS SHALL BE INSTALLED IN ACCORDANCE WITH THE DETAILS
PROVIDED.

9. ALL SHRUBS AND TREES SHALL BE TREATED WITH 13-13-13 TIME RELEASE FERTILIZER
UPON COMPLETION OF THEIR INSTALLATION.

10. ALL DISTURBED AREAS NOT TO RECEIVE PLANTINGS SHALL BE SODDED.

11. AT A MINIMUM, SOD SHALL BE INSTALLED ON 3:1 SLOPES AND GREATER AND AN
EIGHTEEN INCH (18") STRIP OF SOD SHALL BE INSTALLED BEHIND ALL CURBS AND
ADJACENT TO ALL SIDEWALKS AND ENTRY WALKS.

12. ALL SOD ON 4:1 SLOPES OR GREATER SHALL BE STAPLED IN PLACE. \

13. LANDSCAPE IRRIGATION SYSTEM IS TO BE CONSTRUCTED. LANDSCAPE CONTRACTOR TO
CONFIRM LOCATION OF PLANNED IRRIGATION LINES WITH THE IRRIGATION CONTRACTOR o,

PRIOR TO PLANT BED AND PLANT INSTALLATION.

14. ALL TREES MUST BE PLANTED AT LEAST 10" FROM ANY UNDERGROUND UTILITIES, \
DRAINAGE STRUCTURES, AND DRAINAGE LINES. LINES MUST BE FIELD LOCATED TO
INSURE THERE IS NO CONFLICT. \

15. NO PLANTINGS SHALL BE WITHIN 10' OF THE DOORS OF GROUND MOUNTED
TRANSFORMERS AND ELECTRICAL GEAR. \

(o))

MAGNOLIA DOG
GROOMING

ROGERS, ARKANSAS

16. PLANTINGS IN EXCESS OF MINIMUM REQUIREMENTS MAY NOT BE REDUCED ONCE
APPROVED BY PLANNING COMMISSION

Arkansas One Call

@g PLANT SCHEDULD

DECIDUOUS ORNAMENTAL ~ QTY ~ BOTANICAL / COMMON NAME CONT ~ CAL SIZE

CERCIS CANADENSIS “JN2° TM / THE RISING SUN EASTERN REDBUD  Bé¢B  2.5"CAL & HT. MIN.

Q

3 COTINUS OBOVATUS / AMERICAN SMOKE TREE BsB  2.5'CAL & HAT. MIN.

\\ \ Know what's below.
\ \ Call before you dig.
\

DECIDUOUS SHADE TREE ~ QTY  BOTANICAL / COMMON NAME CONT  CAL SIZE

63 CHAMAECYPARIS PISIFERA *GOLDEN MOPPS™ / GOLDEN CYPRESS 5GAL  18"HT. MIN. [ 8" SPREAD MIN. AFTER THE REQUIRED THREE YEAR WARRANTY PERIOD LANDSCAPING SHALL BE MAINTAINED IN

HEALTHY LIVING CONDITION AND ALL PLANTS THAT DIE SHALL BE REPLACED BY THE OWNER OF THE \ \ \ REVIEW 3
- EDGE\TIMBER
. /

D 6 BETULA NIGRA / RIVER BIRCH B¢B  2.5'CAL [0 HT MIN ‘\ L
3 GINKGO BILOBA / GINKGO B¢B  2.5'CAL [O" HT. MIN. \ %
\ +~ [ -
@ 7 PISTACIA CHINENSIS / CHINESE PISTACHE B4B  2.5CAL 10" HT. MIN, P V\ No. Descrpfion Date
L\
2 ZELKOVA SERRATA “JFS-KW 1™ T™ / CITY SPRITE ZELKOVA B4DB 2.5"CAL [O" HT. MIN. // /\
A= A
A o ”~ -
EVERGREEN TREES QTY  BOTANICAL / COMMON NAME CONT  CAL SIZE = .
—
“ o /
H 4 CHAMAECYPARIS NOOTKATENSIS “GREEN ARROW™ / YELLOW CEDAR B ¢B  2.5'CAL 8 HAT. MIN. /
' / \ #
MITIGATION TREFS QTY  BOTANICAL / COMMON NAME CONT ~ CAL SIZE
Q 5 ULMUS AMERICANA “PRINCETON" / AMERICAN ELM B¢B 2.5'CAL 10" HT. MIN. \ \
\ * \
m m BOTANICAL / COMMON NAME M % E . This document, and the ideas and designs incorporated
\ herein, as an instrument of professional service, is the
property of Crafton, Tull & Associates, Inc., and is not to be
I3 ACER TRUNCATUM / SHANTUNG MAPLE B¢B  2.5'CAL 8-10" HT. \ used, in whole or in part, for any other project, without the
MAl NTE NANCE NOTES) \ written authorization of Crafton, TU”‘(S“\/?:S!?ICHEZTQ
W 1,
S
0 SHRUBS QTY  BOTANICAL / COMMON NAME SIZE HEIGHT SPREAD \ PROJECTNO:20101300 3% X C- “,
3 - - - ISSUE DATE:  07/27/20 Z . 2
: 5 \ \ ONCE INSTALLED, LANDSCAPING SHALL BE MAINTAINED IN HEALTHY LIVING CONDITION AND ALL e ‘ b €
5 3 /7 CARBXTLACCA "BLUE ZINGER" / BLUE ZINGER SEDGE FGAL 2T MIN. 127 SPREAD MIN. PLANTS THAT DIE SHALL BE REPLACED BY THE OWNER FOR A WARRANTY PERIOD OF THREE YEARS. A ST I HS R, Srs LY
2 % LETTER OF WARRANTY GUARANTEE FROM THE OWNER MUST BE PROVIDED TO THE CITY OF ROGERS FOR [ 77 ot/ : :
= 5 FINAL APPROVAL AND CERTIFICATE OF OCCUPANCY. \, ISSUED FOPF . : '
= _2 s

=]

RE\(

PROPERTY.
TREES SHALL NOT BE TOPPED AT ANY TIME AND PROPER TREE PRUNING TECHNIQUES AS oy OF WS
ESTABLISHED BY THE LATEST EDITION OF ANSI A300 "STANDARDS FOR TREE CARE” SHALL BE M
UTILIZED FOR ~ MAINTENANCE PURPOSES. \ ™ 04/02/2020
HEALTHY TREES SHALL NOT BE REMOVED AT ANY TIME AND PROPER TREE PRUNING TECHNIQUES AS \ A PLANTING PLAN

/ \

24 FORSYTHIA X INTERMEDIA “KOLGOLD™ / MAGICAL GOLD FORSYTHIA 7 GAL  24"HT.MIN. 18" SPREAD MIN.

"'

MISCANTHUS SINENSIS / JAPANESE SILVER GRASS 3GAL  30"HT. MIN. 18" SPREAD MIN.

ESTABLISHED BY THE LATEST EDITION OF ANSI A300 "STANDARDS FOR TREE CARE” SHALL BE
UTILIZED FOR MAINTENANCE PURPOSES.

LIVING MATERIALS, SUCH AS LAWN, GRASS OR HERBACEOUS GROUNDCOVER LIKE JUNIPER OR LIRIOPE,
ETC., SHALL COVER A MINIMUM OF EIGHTY PERCENT (80%) OF THE PLANTING ISLANDS. ONE HUNDRED

(100%) OF LIVING MATERIALS IS STRONGLY ENCOURAGED. 3 I__ ] O ]

3 PENNISETUM ALOPECUROIDES / FOUNTAIN GRASS 3GAL  24"HT.MIN. 18" SPREAD MIN,

T3
9
O
;
1
L

30 SCHIZACHYRIUM SCOPARIUM / LITTLE BLUESTEM GRASS P GAL  12"HT. MIN. 12" SPREAD MIN.
L






